
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Holistic Security Solutions 

from the Masters in 

Electronic Security 

Data Sheet –    Z.CC.NV.04CH.NA.NA 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Model No. Z.CC.NV.04CH.NA.NA 

IP Video Input 4-ch 4CIF/2-ch 720P/2-ch UXGA IP camera/dome 

Audio Compression OggVorbis 

Audio Input 1-ch, RCA (2.0Vp-p, 1kΩ) 

Two-way Audio 1-ch, Using Audio Input 

Live View Resolution PAL:704×576; NTSC:704×480 

CVBS Output 1-ch, BNC(1.0Vp-p, 75Ω)  Resolution: 704×576(PAL); 

704×480(NTSC) 

Recording Resolution UXGA/720P/4CIF/DCIF/2CIF/CIF/QCIF 

Frame Rate 720P: 25(P)/30(N) 

Video Bit Rate 32Kbps~2Mbps, or user-defined (Max. 8Mbps) 

Audio Output 1-ch, RCA (Linear electrical level, 600Ω) 

Audio Bit Rate 16kbps 

Synchronous Playback 4-ch 

Dual Stream Support 

Interface Type 1 SATA interface 

Capacity Up to 2TB capacity for each disk 

Network Interface 1RJ-45 10/100/1000Mbps self-adaptive Ethernet interface 

Serial Interface 1 RS-485 interface (for PTZ control) 

USB Interface 2, USB2.0 

Alarm In 4-ch 

Alarm Out 1-ch 

Power Supply 12V DC 

Consumption ≤20W(without hard disk) 

Working Temperature -10°C~+55°C(14°F~131°F) 

Working Humidity 10%~90% 

Dimensions 315mm(W)×44.5mm(H)×230mm(D)(12.40"(W)×1.75"(H)×9.06"(D)) 

Weight(without HDD) ≤2.5 kg(5.51lbs) 

Features: 

 

• H.264/MPEG-4 Video Compression. 

• Up to 5 Megapixels (2560×1920) 

resolution. 

• VGA output at 1024×768 resolution. 

• 4-ch synchronous playback. 

• HDD group management. 

 

• Ingress Protectio 

• Protection: IP66 

4 Ch. Network Video Recorders 



 

  

 

 

 

 

 

 

  

 

 

 

 

 

 

 

                  Address: 501, 5th Floor, Silver Metropolis,Goregaon (E), Mumbai–400 063, India. 
                Phone : +91 22 42904290 | Toll Free : 1-800-270-4567 |  Fax: + 91 22 4290 4291  
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